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Technical Data
0J0O][0]10101010I0I0I0I0IOXC, Materlal: :
OJOI0CI0I0I0IOIOIOIOIOIO)O) Pin(outer sleeve) :Brass, machined CuZn38Pb2
OO IO Plating (outer sleeve):
Tin Plated:2um/80um”NI, 5um/200u”Sn B
% % % % Gold Plated:2um”/80um”Ni, 0. 8u” gold
Insulator:PPS UL94V-0
oYo OO #2: )
@ @ @ @ mm m Electrical:
@ @ @ @ mm m Current rating:3Amps/contact max.
Contact resistance:<4mQ/contact
@ @ @ @ Insuiation resistance: =1000MQ at V=100V |
@ @ @ @ m Operaing voitage:60VAC/DC
@ @ @ @ m Mechanical :
@ @ @ @ @ @ @ @ @ @ @ @ @ Operaling temperature:—40° C tot+105° C C
@ @ @ @ @ @ @ @ @ @ @ @ @ Soldering temperature:+255° C
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oo |curocsn | |osssey | |Teetin oo | | remale sent | |1 200 DATE: 2016-5-15 2. 54x2. 54mn 88PIN
C=1.27X1. 27 C2=PLCC-DIP G1=G/F . +0. A
62=Gold 3u” X. X +0. 20 DRAWN: TANG-S-G PART NO:QZTA-P0O88XX1000A
G3=Gold _ocw X. +0.30
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